END POST

TOEPLATE

STANDARD 4°—0" TOEPLATE:

1.

HAND TIGHTEN ONLY.

ATTACH TOEPLATE BRACKETS #49F—8 TO END POST FLANGE.
USE FLANGE MOUNTING ANCHOR, SUPPLIED BY OTHERS.

2. INSERT 1/4"—20 x 3/4” LG. CARRAGE BOLTS INTO SLOT
ON TOEPLATE. INSERT THRU HOLES IN BRACKETS.
3. ATTACH WITH 1/4"—20 LOCKNUT. HAND TIGHTEN ONLY.
4. POSITION ASSEMBLY ON POST, 1/4" GAP MAXIMUM, FROM
TOEPLATE TO WALKING SURFACE.
5. TIGHTEN ALL HARDWARE.
T — ——— : e == o W w7 5 S
SRR MHollssndep | oo Joowe T fer = (k)
g;ﬁ“:gr %LI%.‘H o'ﬁcmﬂn 10285 WAYNE AVENUE » » o
COPYRIGHT 2013, PHONE: <35'«3°7"7"zﬁ‘l'.33' ﬁx.szaod)nz—m 6_8 c/c POST DRAWINGS MILL 7068—S %
HOLLAENDER - WA . WHHLHOLLAENDER. 42" HIGH RAIL "ALUM._PIPE/ALUM FITTING . 1~ 1




